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Material & Finishing: }

1. Center conductor: Phosphor Bronze, Silver Plating

2. Insulators:
Brass, Ternary Alloy Plating

3. Body :

4. Other Metal Parts: Brass, Ternary Alloy Plating

Brass, Nickel Plating
5. Gasket: Silicone Rubber
Electrical Data:

ALL DIMENSIONS ARE IN MILLIMETERS AND [INCHES]

1. Impedance: 50 Ohms e Jnitimm
2. Frequency: 0~6 GHz mEEBF
3. VSWR: 1.15(0~3 GHz) )) REYNO RF 4.3/10 MALE CLAMP FOR 7/8”
4. PIM: <-160dBc FLEXIBLE CORRUGATED Cable
ALL SL:J%IPE/ASCSESOTSSE\&ELE TNoO T§E MAX.| THESE DRAWING & SPEC. ARE THE | Drawn by Ckd by Appd by Date
PROPERTY OF LEILUO RF
| e M
RoHS Com p“ant- D T en | O, |FoR THE MANUFAGTURE OR SALE OF | Scale
tx £ 05 <X & 0.5{APPARATUS OR DEVICES WITHOUT 21 Sheet 1 of 1 3650637
wxx £ 04 THEIR_EXPRESS WRITTEN CONSENT. :
A B | C D i



AutoCAD SHX Text
F

AutoCAD SHX Text
1

AutoCAD SHX Text
E

AutoCAD SHX Text
D

AutoCAD SHX Text
4

AutoCAD SHX Text
F

AutoCAD SHX Text
E

AutoCAD SHX Text
D

AutoCAD SHX Text
C

AutoCAD SHX Text
B

AutoCAD SHX Text
A

AutoCAD SHX Text
C

AutoCAD SHX Text
B

AutoCAD SHX Text
A

AutoCAD SHX Text
RevNo

AutoCAD SHX Text
Revision note

AutoCAD SHX Text
Checked

AutoCAD SHX Text
Date

AutoCAD SHX Text
Signature

AutoCAD SHX Text
ALL DIMENSIONS ARE IN MILLIMETERS AND [INCHES]
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4.3/10 MALE CLAMP FOR 7/8"  FLEXIBLE CORRUGATED Cable
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Material & Finishing: 1. Center conductor: Phosphor Bronze, Silver Plating 2. Insulators: PTFE 3. Body : Brass, Ternary Alloy Plating 4. Other Metal Parts: Brass, Ternary Alloy Plating                  Brass, Nickel Plating 5. Gasket: Silicone Rubber Electrical Data: 1. Impedance: 50 Ohms 2. Frequency: 0~6 GHz 3. VSWR:     1.15(0~3 GHz) 4. PIM:       -160dBc

AutoCAD SHX Text
THESE DRAWING & SPEC. ARE THE PROPERTY OF LEILUO RF   AND SHALL NOT BE REPRODUCED, OR COPIED OR USED AS THE BASIS FOR THE MANUFACTURE OR SALE OF APPARATUS OR DEVICES WITHOUT THEIR EXPRESS WRITTEN CONSENT.


	图纸和视图
	模型


