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Material & Finishing: 15.2
1. Center conductor:Phosphor Bronze , Gold Plating —
2. Insulators: PTFE 5
3. Body : Brass, Ternary alloy/Nickel Plating -
4. Other Metal Parts: Brass, nickel Plating L
5. Gasket: Silicone Rubber
Electrical Data: ]
1. Impedance: 50 Ohms
2. Frequency: 0~6GHz —
ALL DIMENSIONS ARE IN MILLIMETERS AND [INCHES .
3. VSWR: <1.15(0~3GHz) — [ ] Unitimm
4. Test Voltage: 2500V rms S T e
5. Work Voltage: 1000V rms @F))) b i N Female Crimped for RG141 Cabl
6. Insulation Resistance: =5000MQ emaie Lrnmpe or apie
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Material & Finishing: 1. Center conductor:Phosphor Bronze , Gold Plating 2. Insulators: PTFE 3. Body :  Brass, Ternary alloy/Nickel  Plating 4. Other Metal Parts: Brass, nickel Plating 5.  Gasket: Silicone Rubber Electrical Data: 1. Impedance:          50 Ohms 2. Frequency:          0~6GHz 3. VSWR:               1.15(0~3GHz)  1.15(0~3GHz) 1.15(0~3GHz) 4. Test Voltage：        2500V rms         2500V rms 5. Work Voltage：       1000V rms        1000V rms 6. Insulation Resistance：  5000MΩ  5000MΩ5000MΩ
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